Linear IC and Module Circuits (cont’'d)

ECG1751 7-Pin SIP See Fig. L29

TV/Switching SCR Driver for Voltage Reg.,
Vec=30 V Max

ERROR INPUT

NC

CURRENT SOURCE
GROUND

HORIZ PHASE
Vee

GATE DRIVE ECG1751

ECG1752 18-Pin DIP See Fig. L115

TV Sound IF/Lim/Det/Demod/AF Qut,
Vs=12V Typ

IF INPUT IF INPUT
BYPASS BYPASS
DECOUPLING GROUND
AV SWITCHING ,
voLT vee
AF DE-EMPH 1ST IF OUTPUT
AF OUTPUT UIMITER
AMP INPUT
2ND IF/FM
DEMOD BYPASS
REF AMP REF AMP
FILTER FILTER

ECG1753 14-Pin DIP See Fig. L104

Pulse Width Modulation Control Ckt,
Vee=15V Typ

NON INVIN 1 NON INV IN 2

INVIN1

FB/PWM
COMPARATOR IN

DEAD TIME CTRL

INVIN 2

VREF OUTPUT
NC

cr vce
RT COLLECTOR OUT

GROUND EMITTER OUT

ECG1754 9-Pin SIP See Fig. L51A
TV Vertical Deflection, Vgc=26 V Typ

DRIVER INPUT
GROUND

ECG1755 18-Pin DIP See Fig. L115

32-Command Remiote Control Transmitter,
Vee=9V Typ

i:] CARRIER TC
ktd VREG OUT

GROUND
INV QUTPUT

ECG1756 18-Pin DIP See Fig. L115

15-Command Remote Control Receiver,
V+ =12V Typ

CHa4a
CHS

Programmable Remote Control Receiver,
VDD= —-16 V Typ (PMOS)

C3
Ca
Cs

OSCILLATOR TC Vgs
PPM INPUT QUTPUT ENABLE
Co A
(1] B
NSRS { c{ oururs
E

POWER ON CLEAR

vpD DATA READY

SWITCHING INPUT OUTPUT I pPm TC CHE
GROUND vee SELECTION CH7
OUTPUT T GROUND, osc
VCC/OUTPUT SELECTION SINKS PPM INPUT
MATRIX voL
PROTECT CKT CURRENT SELECTION
FLYBACK GEN SOURCES gfgrli‘éﬁT s-8
vee SOURCES CH 12
ECG1757 18-Pin DiP See Fig. L115 | ECG1758 16-Pin DIP See Fig. L111 | ECG1759 16-Pin DIP See Fig. L111

27-Command Remote Control Transmitter,
VDD =6V Typ (CMOS)

KO K13

K1 K12
K2 K11
K3 K10
K4 REM QUTPUT
K§ osco

Ké oscCl

vss Voo

26-Command Remote Control Receiver,
Vss= - 12V Typ (PMOS)

POWER INPUT INI OUT

CHAN UP INPUT CHAN DOWN 0UT

CHAN DOWN INPUT CHAN UP OUT
VOL UP INPUT REM INPUT
VOL DOWN INPUT Vss
POWER OUT 0sC ouUT
VOL QUT 0SC INPUT
ECG1759
VpD GROUND TEST

ECG1760 16-Pin DIP See Fig. L111

32-Command Remote Control Transmitter,
VDD = -9V Typ (PMOS)

X0 VDD
X1 vo
K8
INPUT ) X2 Y | e
x3 v2 [ INPUT
DATA OUTPUT v3
INHIBIT OUTPUT KB SEL

MODE SEL INPUT

0SC QUTPUT OSC CTRL INPUT

0OSC CTRL INPUT

ECG1760

vss

ECG1761 16-Pin DIP See Fig. L111
ECG1762
Infrared Remote Control Receiver,
Vee=5V Typ
LIMITER IN GROUND

CTRL HF AMP IN CTRL HF AMP IN

Q-FACTOR OUT Q-FACTOR OUT

HF AMP CTRL

HF AMP

CTRL AGC DET

PULSE SHAPER
REF AMP REF AMP

J OUT BUFFER

vce

ECG1761 - Active Hi Output
ECG1762 - Active Lo OQutput

ECG1763 14-Pin DIP See Fig. L104

Remote Control Infrared Preamp,
Vee =20 V Max

GROUND
SIGNAL INPUT
GROUND
GROUND
AGC
AGC vce
GAIN CTRL
SIGNAL OUTPUT AMP OUTPUT
SEPARATION STAGE
INPUT GROUND
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Package Outlines - See Page 1-269



